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§195.122

replacement segment of a pipeline to
meet paragraph (a) of this section, if
the operator determines and docu-
ments why an impracticability pro-
hibits compliance with paragraph (a) of
this section. Within 30 days after dis-
covering the emergency or construc-
tion problem the operator must peti-
tion, under §190.9 of this chapter, for
approval that design and construction
to accommodate passage of instru-
mented internal inspection devices
would be impracticable. If the petition
is denied, within 1 year after the date
of the notice of the denial, the operator
must modify that segment to allow
passage of instrumented internal in-
spection devices.

[Amdt. 195-50, 59 FR 17281, Apr. 12, 1994]

§195.122 Fabricated branch connec-
tions.

Each pipeline system must be de-
signed so that the addition of any fab-
ricated branch connections will not re-
duce the strength of the pipeline sys-
tem.

§195.124 Closures.

Each closure to be installed in a pipe-
line system must comply with the
ASME Boiler and Pressure Vessel Code,
section VIII, Pressure Vessels, Division
1, and must have pressure and tempera-
ture ratings at least equal to those of
the pipe to which the closure is at-
tached.

§195.126 Flange connection.

Each component of a flange connec-
tion must be compatible with each
other component and the connection as
a unit must be suitable for the service
in which it is to be used.

§195.128 Station piping.

Any pipe to be installed in a station
that is subject to system pressure must
meet the applicable requirements of
this subpart.

§195.130 Fabricated assemblies.

Each fabricated assembly to be in-
stalled in a pipeline system must meet
the applicable requirements of this
subpart.
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§195.132 Above breakout

tanks.

ground

Each above ground breakout tank
must be designed to withstand the in-
ternal pressure produced by the hazard-
ous liquid to be stored therein and any
anticipated external loads.

Subpart D—Construction

§195.200 Scope.

This subpart prescribes minimum re-
quirements for constructing new pipe-
line systems with steel pipe, and for re-
locating, replacing, or otherwise
changing existing pipeline systems
that are constructed with steel pipe.
However, this subpart does not apply
to the movement of pipe covered by
§195.424.

§195.202 Compliance with specifica-
tions or standards.

Each pipeline system must be con-
structed in accordance with com-
prehensive written specifications or
standards that are consistent with the
requirements of this part.

§195.204 Inspection—general.

Inspection must be provided to en-
sure the installation of pipe or pipeline
systems in accordance with the re-
quirements of this subpart. No person
may be used to perform inspections un-
less that person has been trained and is
qualified in the phase of construction
to be inspected.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-52, 59 FR 33397, June
28, 1994]

§195.206 Material inspection.

No pipe or other component may be
installed in a pipeline system unless it
has been visually inspected at the site
of installation to ensure that it is not
damaged in a manner that could impair
its strength or reduce its service-
ability.

§195.208 Welding of supports and
braces.

Supports or braces may not be weld-
ed directly to pipe that will be oper-
ated at a pressure of more than 100
p.s.i.g.
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